ReaderTT.config = {"pagecount":7,"title":"4 Holes vs the Rest","author":"GBHE C2PT User","subject":"","keywords":"","creator":"Acrobat PDFMaker 9.1 for PowerPoint","producer":"Adobe PDF Library 9.0","creationdate":"D:20130728202058-05'00'","moddate":"D:20130728202341-05'00'","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"DRI Plant Flowsheet Options","page":1,"zoom":"Fit"},{"title":"DRI Processes \u2013 Types using Steam Reforming","page":2,"zoom":"Fit"},{"title":"DRI Processes - HYL III Process Flowsheet","page":3,"zoom":"Fit"},{"title":"DRI Processs - Features of HYL III Steam Reformer","page":4,"zoom":"Fit"},{"title":"DRI Processes - Typical Midrex Process","page":5,"zoom":"Fit"},{"title":"DRI Processes - Features of Midrex Type Reformer","page":6,"zoom":"Fit"},{"title":"Slide Number 7","page":7,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
